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d.   AC power - 120VAC/240 VAC (switchable), 50-60 Hz
e.	 AC power protection - Fused at .200 Amps (200 mA) 
f.	 Flow - from flow cell
g. 	 Tank 1 - from tank level switch (optional)
h.	 Tank 2 - from tank level switch (optional)
i.	 External audible/visible alarm (optional)
j.	 pH sensor - BNC connection
k.	 ORP sensor - BNC connection
l.	 Optional dry contact ORP1 output (contact factory for 

instructions)

F.   Electrical Descriptions
1.	 Power

a.   120 VAC, 50-60 Hz, 3-wire grounded NEMA 5 power cord. GFCI 
source required. Note: There is an option to convert to 240 VAC 
input/output.

2.	 Dip Switches (1-4) - See Figure 3.

1: pH/ORP interlock (default: OFF)

•	No ORP1 or ORP2 feed if pH is feeding (ON).

2: pH/ORP alert interlock (default: ON)

•	No ORP1 or ORP2 feed if pH is in alert mode (ON).

•	No interlock (OFF)

3: Acid/Base default acid (default: OFF)

•	 Feed base chemical when pH level falls below set point. (ON)
•	 Feed acid chemical when pH above set point. (OFF)

4: Not in use. 

Figure 3: Dipswitches
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II.	 Installation
A.	 Setup (Installation video available at ipscontrollers.com)
1.	 Turn off all peripheral equipment such as heaters, chemical feeders, 

and pumps.

2.	 Relieve pressure from the filtration system.

B.	 Tools
1.	 Cordless drill

2.	 1/4” NPT Tap

3.	 7/16” drill bit

4.	 1/4” or 3/8” drill bit for Temp Sensor	

5.	 Masonry drill bit and anchors, or other appropriate fasteners

6.	 13/16” wrench or channel-lock pliers

C.	 Procedure
1.	 Location

a.	 Wall area with easy access

b.	 Within 8 feet of feeder

c.	 At least 10 feet from water edge

d.	 Close proximity to time clock

e.	 Within 6 feet of GFCI power source

2.	 Mounting

a.	 Controller and flow cell are factory-mounted to ABS board for 
your convenience.

b.	 Securely mount ABS mounting board with M920 controller and 
flow cell on wall (vertical installation). 

c.	 If applicable, securely attach the peristaltic pumps to the 
optional larger ABS mounting board with the provided 
hardware. 
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d.	 Drill a 7/16” hole and tap a 1/4” NPT port to a location down-
stream from the filter and upstream from the heater and any 
chemical introduction points. Install a tubing connector and flex 
tubing to be connected to the left side flow cell port containing 
the flow switch. The in-line filter will also be installed in this line 
and mounted to a horizontal pipe with band clamps (included). 
Note: Verify that the filter is installed with directional arrows 
pointing in the direction of the flow.

e.	 Drill a 7/16” hole and tap a 1/4” NPT port to a location that is 
subject to vacuum or reduced pressure (after heater). Install a 
tubing connector and flex tubing to be connected to the right-
side flow cell port. Note: We recommend that this tubing 
connector be installed into the drain hole on the suction side 
of the pump for best performance.

f.	 Cut a 3” - 6” length of flex tubing and insert into the flow cell’s 
sample stream port (center).

3.	 pH and ORP Sensors 
Note: Carefully unpack the pH and ORP sensors and set aside in a clear 
area until ready to install into the flow cell.

a.	 Verify that the M920 controller power is OFF.

b.	 Remove the plastic protective caps from the sensors and store in 
a separate location for future re-use.

c.	 Slide the glass end of each sensor (pH and ORP) into one of the 
compression fittings located at the top of the flow cell. Ensure 
that the tip is submerged into the water to within 1/2” from the 
bottom of the flow cell. Hand tighten each nut fitting.

4.	 Temperature Sensor

a.	 Drill a 1/4” or 3/8” inch hole (depending on the sensor size) 
after the filter and before the heater.

b.	 Insert the temperature sensor into the drilled hole and secure 
with a band clamp (included).
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c.	 Run the sensor cable into the controller through the strain relief 
marked “temp” and connect to the terminal block on the front 
circuit board marked “Temp”.	

5.	 Remote Monitoring Ethernet Connection

a.	 Run the Ethernet cable with connector into the M920 through 
the largest strain relief connector on the bottom or the 
enclosure.

b.	 Connect to the Ethernet connector on the front circuit board.

c.	 When a valid connection is made, the green “Remote” LED will 
light up and the orange “Activity” LED will blink intermittently.

6.	 Electrical Connections (Should be completed by a licensed 
electrician)

a.	 Verify that the M920 controller power is OFF.

b.	 Connect the pH feeder connection to the appropriate peristaltic 
pump or other device.

c.	 Connect the ORP feeder connection to the appropriate 
peristaltic pump or other device. Note: There is another 
connection port for ORP2.

d.    Method 1 (recommended): Connect the AC power cord to the 
load-side of the circulation pump circuit. This will only provide 
power to the M920 when the circulation pump is running.   

e.	 Method 2: Connect the AC power cord to a GFCI power source.

f.	 Connect the pH sensor connector to the corresponding lower 
port (labeled pH) at the right edge of the controller.

g.	 Connect the ORP sensor connector to the corresponding upper 
port (labeled ORP) at the right edge of the controller.

7.	 Chemical injection must be inserted in the return line, after 
(downstream) any equipment.

8.	 Optional connection to a Salt Chlorine Generator (SCG) 
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The M920 controller is capable of controlling (turning on/off) a 
SCG depending on the current ORP reading. This action can be 
accomplished using a 120V or 240V relay, or by connecting the SCG 
to the “normally open” dry contact relay (ORP1) included with the 
M920 controller. Contact the factory for more information.

9.	 Converting from Cord to Permanent Connection

a.	 Remove cover.

b.	 Loosen strain relief gland from AC cord.

c.	 Using a 3/32” (2.44mm) slot screw driver, carefully loosen 
terminals that attach the AC cord to the controller box.

d.	 Remove the AC cord.

e.	 Replace the AC cord with a minimum jacketed cord of 18/3 AWG 
SW 105º 900 V, then carefully hand tighten the terminals on the 
strain relief gland. Note: For liquid tight installation connections, 
replace the strain relief gland with a liquid tight connector and 
use a minimum stranded wire gauge of 18 AWG 105º 600 V (do 
not use solid conductor) for each conductor: Black (hot), White 
(common), and Green (ground).

Important: 

The minimum allowable conductor size is 18 AWG 
with an ampacity of 10 AMPS, and a ground fault 
interrupt circuit breaker of 15-20 AMPS.

Use stranded copper wire only. 

10.	 Continue to the next section for the connection requirements for 
remote monitoring. The remote monitoring module and the Internet 
are needed to complete this process.
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D.	 Connection Requirements for Remote Monitoring

1.	 IPS-M920w (Wi-Fi)

The remote monitoring module used with the IPS-M920w (or the  
RX-365w used with the IPS-M820) is a Wi-Fi device which will access an 
existing Wi-Fi network to send controller data to the central monitoring 
website. 

If an existing Wi-Fi network is not available, a MiFi or “cellular hotspot” 
can be added (contact a local wireless provider).  

Note: The Ethernet connector on the M920w is disabled and cannot be 
used.  

a.	 How it works: 
The remote monitoring module is programmed to “wake 
up” at a customer-determined interval (minutes) to send all 
current readings, settings, and alerts to IPS Controllers’ remote 
monitoring website.

	 Because the data is being sent to the website rather than the 
website pulling the data from the module, the port is not left 
open and a static IP Address is not needed. This should address 
any concerns regarding firewall security.

	 When changes are made to the controller settings remotely, 
the new settings are delivered back to the remote monitoring 
module on its next scheduled connection.

b.	 Setup - Go to Section IV-A on Page 28 for installation 
instructions.
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2.	 IPS-M920 (Hardwire)

The remote monitoring module included with the IPS-M920 (or the 
RX-365 used with the IPS-M820) requires:
•	 An Ethernet connection provided by a hard wire directly from a 

router, 
•	 A Wi-Fi to Ethernet Adapter, 
•	 Or a Cellular Modem (requires carrier service such as Verizon or 

AT&T).  

The provided connection must allow the remote monitoring module to 
access the Internet without providing any usernames, passwords, etc. 
via Port 80 for outbound data only.

The best test for this ability is to connect a laptop to the Ethernet 
cable and open a web browser.  If the browser can open directly to the 
web without credentials, the connection will function properly for the 
remote monitoring module (laptop Wi-Fi should be turned off when 
doing this test).

a.	 How it works: 
The remote module is programmed to “wake up” at a customer 
determined interval (minutes) and send all current readings, 
settings, and alerts to the IPS Controllers remote monitoring 
website.

	 Because the data is being sent to the website rather than the 
website pulling the data from the module, the port is not left 
open and a static IP Address is not needed. This should address 
any concerns regarding firewall security.

	 When changes are made to the controller settings remotely, 
the new settings are delivered back to the remote monitoring 
module on its next scheduled connection.

b.	 Setup - Go to Section IV-B on Page 30 for installation 
instructions.
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III.	 Operation
A.	 Overview
The IPS-M920 compares the readings received from the Ph and ORP 
sensors to the Set Levels entered for Ph, ORP1, and ORP2. If the readings 
are too low or too high, the controller will turn on the feed devices for 
the Dose Time entered during set up. Other settings are used to fine 
tune the delivery of chemical, as well as prevent over and under dosing.

B.	 Startup and Shutdown
1.	 Startup

a.	 Provide power to the M920 using either Method 1 or 2 as 
discussed in step 6d or 6e on page 13.

b.	 Turn on the filter pump and verify the water flow through 
the flow cell by opening the sample port valve (center) and 
observing a steady stream of water. The right-side valve may 
need to be partially closed to produce a steady stream. Note: 
Water should pass over the pH and ORP sensors for a minimum 
of 5 minutes to allow for accurate, stable readings of pH and 
ORP levels from the pool or spa. ORP readings may take longer 
to stabilize.

c.	 Check for leaks and repair if necessary.

d.	 Manually adjust and balance the pool or spa water to acceptable 
ranges using a test kit. Note(s): 1. Use a DPD based test kit to 
check the chlorine level. 2. Cyanuric Acid (Conditioner) levels 
should not exceed 30 ppm for best results.

e.	 Verify that the green Flow LED is illuminated. Both the pH and 
ORP dose outputs are disabled if there is no water flow.

f.	 Press the Mode pushbutton momentarily to place the controller 
into the pH standby mode. The green pH standby LED will 
illuminate. Select the desired pH set level and dose time 
(continuous or timed).

17
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g.	 While still in the pH standby mode, press the pH Cal pushbutton 
to calibrate the reading to the value observed through the 
manual testing of the water. Note: Always calibrate using water 
from the sample port of the flow cell.

h.	 Press the Mode pushbutton momentarily to place the controller 
in ORP1 standby mode. The yellow ORP1 standby LED will 
illuminate. Select the desired ORP1 set level and dose time 
(continuous or timed).

i.	 Press the Mode pushbutton momentarily until the red Auto LED 
is illuminated.

2.	 Shutdown

Note: Each time the Mode pushbutton is momentarily pressed, the 
mode will cycle from Auto to pH to ORP1 to ORP2, Temp, and then 
return to Auto mode.

a.	 Press the Mode pushbutton momentarily to place the controller 
in pH standby mode. The green pH standby LED will illuminate, 
and both the pH and ORP digital displays will show dashes.

b.	 Press and hold the Mode pushbutton for 2 seconds until both 
the pH and ORP digital displays read OFF.

c.	 Release the Mode pushbutton. The M920 controller will turn 
off, and the digital displays and function LEDs will go blank. The 
green Flow LED will be illuminated if water is flowing through 
the flow cell.

C.	 Modes and Adjustments
1.	 Auto

a.	 This is the normal operational mode of the M920 controller.

b.	 The controller allows full operation and monitoring of both pH 
and ORP levels.

c.	 No function pushbuttons are operational in this mode.

d.	 The red function LED next to Auto is illuminated.

e.	 pH and ORP digital displays monitor the sensor input levels.

18
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2.	 pH standby 

Note: While in this mode, the green pH standby LED will illuminate, 
both the pH and ORP digital displays will show dashes, and all Auto 
functions will be disabled. When a function pushbutton is pressed, 
the corresponding digital display will show the function. Use the Up 
or Down arrow buttons to the left to increase or decrease the function 
value.

a.	 Set Level

1.	 Default: 7.4 pH
2.	 Selectable range: 7.0 – 8.0 pH (in 0.1 increments)

b.	 Dose Timer

1.	 Default: Timed dose of 10-second pH feed relay energized 
and 5 minutes pH feed relay de-energized. In the timed 
dose cycle mode, the dose LED will flash while dosing and 
illuminate steadily during the delay portion of the timed 
cycle. In continuous dose mode, the dose LED will flash while 
dosing, and dosing will continue until pH is 0.2 below (or 
above if feeding base) Set Level.

2.	 Selectable range: OFF, CON (continuous), and Timed 
(10 – 900 seconds ON)

c.   Delay Time

1.	 Default: Delay time of 5 minutes between feed cycles (timed 
feed only). After dose time, the controller will wait (delay) for 
the specified minutes before checking the current level and 
dosing again if necessary.

2.	 Selectable range: 1 - 99 minutes.

d.   Over Timer

1.	 Default: ON. The over feed timer does not automatically 
reset. It must be reset by pressing the Mode button to cycle 
through the Standby mode and back to the Auto mode.

2.	 The Overfeed timer is interlocked with the Dose Timer 
selection. 
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i.	 If the Dose Timer is set to a timed cycle, the Over Timer 
will count timed feed cycles. When the preset cycle is 
reached, the pH digital display will flash and the pH output 
relay will de-energize. Default is 60 cycles.

-   Selectable range: 5 to 100 cycles

ii.	 If the Dose Timer is set to a continuous feed mode, the 
Over Timer will count in minutes. Default is 60 minutes.

-   Selectable range: 20 to 180 minutes

3.	 When the Dose Timer is changed from either timed or con-
tinuous feed, the Over Timer is reset to Default.

4.   Turning off the Over Timer will void any NSF Certification.

e.	 High Alert

1.	 Default: 8.0 pH
2.	 Selectable range: OFF, 7.5 pH to 8.4 pH (acid feed). A high 

alert will occur if the pH level remains above the High Alert 
level for 10 continuous minutes, and will automatically turn 
off the High Alert when the pH level falls below the high alert 
level for 1 continuous minute. During High Alert, the pH dose 
output will be disabled, and by default ORP1 and ORP2 will 
be disabled (see Dip Switch #2 settings).

f.   Low Alert

1.	 Default: 7.0 pH
2.	 Selectable range: OFF, 6.8 pH to 7.4 pH (acid feed). A low 

alert will occur if the pH level remains below the Low Alert 
level for 10 continuous minutes, and will automatically turn 
off the Low Alert when the pH level rises above the low alert 
level for 1 continuous minute. During Low Alert, the pH dose 
output will be disabled.

g.   pH Cal

1.	 Use to adjust pH to manually tested value.
2.	 Maximum increase/decrease is 0.9 pH within the 6.0 to 8.4 

display window.
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3.	 ORP1 standby 

Note: While in this mode, the yellow ORP1 standby LED will illuminate, 
both the pH and ORP digital displays will show dashes, and all Auto 
functions will be disabled. Use the Up or Down arrow buttons to the 
left to increase or decrease the function value.

a.	 Set Level
1.	 Default: 650 mV
2.	 Selectable range: 400 mV to 900 mV (in 5 mV increments)

b.	 Dose Timer
1.	 Default: 10-second ORP feed relay energized and 5 minutes 

ORP feed relay de-energized (timed dose timer). In the timed 
dose cycle mode, the dose LED will flash while dosing, and 
will illuminate steadily during the delay portion of the timed 
cycle. In continuous dose mode, the dose LED will flash while 
dosing, and dosing will continue until ORP is 10 mV above Set 
Level.

2.	 Selectable range: OFF, CON (continuous), and Timed  
(10 to 900 seconds ON)

c.	 Delay Time
1.	 Default: Delay time of 5 minutes between feed cycles (timed 

feed only). After dose time, the controller will wait (delay) for 
the specified minutes before checking the current level and 
dosing again if necessary.

2.	 Selectable range: 1 - 99 minutes.

d.	 Over Timer
1.	 Default: ON. The over feed timer does not automatically 

reset. It must be reset by turning the controller off, then on.
2.	 The Overfeed timer is interlocked with the Dose Timer 

selection. 
i.	 If the Dose Timer is set to a timed cycle, the Over Timer 

will count timed feed cycles. When the preset cycle is 
reached, the ORP digital display will flash and the ORP1 
output relay will de-energize. Default is 60 cycles.

21



M920 & M920w pH/Dual ORP Controller Owner’s Manual

-   Selectable range: 5 to 100 cycles

ii.	 If the Dose Timer is set to a continuous feed mode, the 
Over Timer will count in minutes. Default is 60 minutes.

-   Selectable range: 20 to 180 minutes

3.	 When the Dose Timer is changed from either timed or 
continuous feed, the Over Timer is reset to Default.

4.	 Turning off the Over Timer will void any NSF Certification.
e.	 High Alert

1.	 Default: 900 mV
2.	 Selectable range: 650 mV to 900 mV, no OFF. A high alert will 

occur if the ORP level remains above the High Alert level for 
10 continuous minutes, and will automatically turn off the 
High Alert when the ORP level falls below the high alert level 
for 1 continuous minute. During High Alert, the ORP1 dose 
output will be disabled.

f.   Low Alert

1.	 Default: 100 mV
2.	 Selectable range: OFF, 100 mV to 640 mV. A low alert will 

occur if the ORP level remains below the Low Alert level for 
10 continuous minutes, and will automatically turn off the 
Low Alert when the ORP level rises above the low alert level 
for 1 continuous minute. During Low Alert, the ORP1 dose 
output will be disabled.

g.	 pH Cal disabled

4.	 ORP2 standby 

Note: While in this mode, the yellow ORP2 standby LED will illuminate, 
both the pH and ORP digital displays will show dashes, and all Auto 
functions will be disabled. Use the Up or Down arrow buttons to the 
left to increase or decrease the function value.

a.	 Set Level

1.	 Default: 640 mV
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2.	 Selectable range: 400 mV to 890 mV (in 5 mV increments), 
cannot be set for less than 10 mV below the ORP1 set level.

b.	 Dose Timer

1.	 Default: OFF. In the timed dose cycle mode, the dose LED will 
flash while dosing and illuminate steadily during the delay 
portion of the timed cycle. In continuous dose mode, the 
dose LED will flash while dosing, and dosing will continue 
until ORP is 10 mV above Set Level.

2.	 Selectable range: OFF, CON (continuous), and Timed  
(10 to 900 seconds ON)

c.	 Delay Time

1.	 Default: OFF. Delay time of 5 minutes between feed cycles 
(timed feed only). After dose time, the controller will wait 
(delay) for the specified minutes before checking the current 
level and dosing again if necessary.

2.	 Selectable range: 1 - 99 minutes.

d.	 Over Timer

1.	 Default: ON. The over feed timer does not automatically 
reset. It must be reset by turning the controller off, then on.

2.	 The Overfeed timer is interlocked with the Dose Timer 
selection. 
i.	 If the Dose Timer is set to a timed cycle, the Over Timer 

will count timed feed cycles. When the preset cycle is 
reached, the ORP digital display will flash and the ORP2 
output relay will de-energize. Default is 60 cycles.

-   Selectable range: 5 to 100 cycles
ii.	 If the Dose Timer is set to a continuous feed mode, the 

Over Timer will count in minutes. Default is 60 minutes.
-   Selectable range: 20 to 180 minutes

3.	 When the Dose Timer is changed from either timed or 
continuous feed, the Over Timer is reset to Default.

4.	 ORP2 will not flash ORP digital display if ORP2 overfeed 
occurs).

5.	 Turning off the Over Timer will void any NSF Certification.
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d.	 High Alert controlled by ORP1.

e.	 Low Alert controlled by ORP1.

f.	 pH Cal disabled

5.	 Temp Mode

a.	 Water Temperature will be displayed if the temperature sensor 
is installed. Display will show the water temp when Temp mode 
is entered and will not change while displayed. 

b.	 Temperature can be calibrated by using the Up/Down arrow 
keys (+/- 10 degrees).

c.	 Display can be changed from Fahrenheit to Celsius by pressing 
the pH Cal button.

6.	 Flow

a.	 The controller and flow cell are shipped pre-mounted to a small 
(16” x 12”) or large (24” x 19”) ABS plastic board. The integrated 
flow switch is pre-wired to the controller.

Figure 4: Flow Switch Terminal

b.	 The flow switch must be installed for safety reasons to prevent 
dosing chemicals when there is no flow in the circulation piping.

c.	 Prior to installation, the controller operation can be tested by 
tilting the populated mounting board until the controller’s green 
light turns on (flow switch magnet at the switch’s top).
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Figure 5: Hidden button

7.	 Hidden Features - See Figure 5.

a.	 The Up/Down buttons can be locked out to prevent 
unauthorized changes to the settings. There is a hidden button 
behind the “0” in IPS-M920 on the front overlay. Place the M920 
into standby mode and then press and hold the hidden button 
for 2 seconds, until the display indicates “Loc On” and the Up/
Down keys do not operate. All other feature buttons will work to 
display current settings. Turn the lock off by holding the hidden 
button down for 2 seconds until the display indicates “Loc Off”.

b.	 The M920 can be forced to manually dose pH, ORP1, or ORP2 
by placing the M920 into the standby mode that is desired (pH, 
ORP1, ORP2), and then simultaneously holding down the dose 
timer button and delay time button. the M920 will dose for the 
time set in the dose time setting (timed-feed only).   

8.	 Factory defaults 
To return the controller to the factory defaults, place the controller 
in Standby Mode. Turn off the controller by holding down the 
Mode pushbutton. Press and hold both the Set Level and pH Cal 
pushbuttons, and then press the Mode pushbutton. Both the pH and 
ORP displays will show “Ld”. The controller will be returned to the 
factory default functions, and be placed in the test mode. Return the 
controller to full operation by again turning off the controller with 
the Mode pushbutton. Turn the controller on again by pressing the 
Mode pushbutton. Note: Failure to complete this action will leave 
the controller in the test mode. 
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D.	 Maintenance
1.	 Winterizing (extended shutdowns or colder climates)

a.	 Turn off the M920 controller and shut off main power to 
controller.

b.	 Gently remove the pH and ORP sensors from the flow cell. Fill 
the provided protective caps (removed during installation) with 
water and re-install onto each sensor, and store in a warm, 
secure location. Sensor ends must remain in water for the 
duration of the storage time.

c.	 Drain the water from the flow cell.

2.	 Cleaning the sensor tips 

Note: It is important to keep the sensor tips clean to ensure accurate 
readings.

a.   Sensor tips should be cleaned every 3 to 6 months for commer-
cial pools and spas, and every 6 to 9 months for residential pools 
and spas. Determine the necessary frequency by comparing the 
readings before and after the cleaning. Identical readings mean 
that the cleaning time can be extended. 

b.	 Turn off the M920 controller.

c.	 Close the right and left valves at the bottom of the flow cell.

d.	 Loosen the nut fitting on the sensor and gently remove it from 
the flow cell.

e.	 Swirl the sensor tip in a solution of liquid dish soap and water 
for 30 seconds and rinse with water.

f.	 Swirl the sensor tip for 5 seconds in Muriatic acid or white 
vinegar and rinse with water. Note: Do not touch or brush the 
sensor tip.

g.	 Gently re-insert the sensor into the flow cell and hand tighten 
the nut fitting.
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h.	 Turn on the M920 controller.

i.	 Open the flow cell valves and wait for a few minutes for the 
system to stabilize and get an accurate reading. Adjust the Set 
Level if necessary.

3.	 Checking the ORP sensor

a.	 The ORP sensor must be checked every 6 months, or after an 
over-sanitization event.

b.	 Clean the sensor tip as shown in the previous section.

c.	 Place the sensor in a clean glass of tap water. The reading should 
show between 200mV and 400mV.

d.	 After adding a pinch of Dichlor or Trichlor into the water, the 
reading should show between 750mV and 800mV.  Note: if a 
sanitizer with high pH is used in place of Dichlor or Trichlor, the 
reading should show between 650mV and 750mV.

e.	 If the sensor does not show the indicated readings, then it must 
be replaced.

4.	 Checking the pH sensor

a.	 The pH sensor must be checked every 6 months, or after any 
incident when the pH level goes out of range.

b.	 Place the sensor in a clean glass of tap water.

c.	 Add a small amount of acid to the water and take a reading. It 
should show a low number.

d.	 Place the sensor into a solution that is higher than 7.5pH, and 
verify that the reading is increasing.

e.	 If the sensor does not show the indicated readings, then it must 
be replaced.
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IV.	 IPS-M920 Wi-Fi Setup
A.	 Smart Phone Wi-Fi Setup
1.	 Turn on the IPS-M920.

2.	 Search for available Wi-Fi networks. 
See Figure 6.

3.	 Select XPicoWiFi_XXXXXX to 
connect. 
Note: XXXXXX indicates the last 
six characters of the MAC/Serial # 
located on the XPicoWifi device, on 
a label near the antenna and on the 
inside of the controller cover (e.g. 
00-80-A3-AB-01-C8).

4.	 After clicking Connect, enter 
“xpicowifi” in lower case as the 
network security password. Click 
on Join button to complete the 
connection. See Figure 7.

5.	 Once connected, open a 
browser window and type  
“192.168.0.1:8081” in the address 
bar. Press the Enter key.  
See Figure 8.

6.	 A dialog box will appear. Type 
“admin” in lower case in the User 
Name box and the full MAC/
Serial # without dashes (e.g. 
0080A3AB01C8) in the Password 
box. Click on Log In button.  
See Figure 9.

Figure 6: Available WiFi networks

Figure 7: Network Security Password

Figure 8: xPicoWiFi Web Address

Figure 9: xPicoWiFi Login Dialog Box
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7.	 The XPico WiFi main page will open. 
Click on Quick Connect at the top 
of the menu and select the WiFi 
network to be used (e.g. H88d3). 
See Figure 10.

8.	 Type in the Network Key associated 
with the selected Wi-Fi network. 
Note: Keys are case sensitive. Click 
on the Submit button.  
See Figure 11.

9.	 Click on the OK button in the dialog 
box. Ignore the displayed warning 
during the final process. Note: The 
device in the warning is XPicoWiFi. 
See Figure 12.

10.	 The Wi-Fi network connection is 
complete, and the green remote 
light on the front of the controller 
should show as a solid green.

	 If the light is not a solid green, verify  
	 that the correct Wi-Fi network is  
	 selected and re-enter the network 	
	 key. Note: Keys are case sensitive. 

Figure 10: xPico WiFi Main Page

Figure 11: Wi-Fi Network Key

Figure 12: Complete Connection
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B.	 Desktop/Laptop Wi-Fi Setup
1.	 Turn on the IPS-M920.

2.	 Search for available Wi-Fi networks. 

3.	 Select XPicoWiFi_XXXXXX to 
connect. See Figure 13. 
Note: XXXXXX indicates the last 
six characters of the MAC/Serial # 
located on the XPicoWifi device, on 
a label near the antenna and on the 
inside of the controller cover 
(e.g. 00-80-A3-AB-01-C8).

4.	 After clicking Connect, enter 
“xpicowifi” in lower case as the 
network security password. Click 
on Next button to complete the 
connection. See Figure 14.

5.	 Once connected, open a 
browser window and type  
“192.168.0.1:8081” in the address 
bar. Press the Enter key.  
See Figure 15.

6.	 A dialog box will appear. Type 
“admin” in lower case in the User 
Name box and the full MAC/
Serial # without dashes (e.g. 
0080A3AB01C8) in the Password 
box. Click on Log In button.  
See Figure 16.

7.	 The XPico WiFi main page will open. 
Click on Quick Connect at the top 
of the menu and select the WiFi 
network to be used (e.g. H88d3). 
See Figure 17.

Figure 13: XpicoWiFi Connection

Figure 14: Network Security Password

Figure 15: xPicoWiFi Web Address

Figure 16: xPicoWiFi Login Dialog Box

Figure 17: xPico WiFi Main Page
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8.	 Type in the Network Key associated 
with the selected Wi-Fi network. 
Note: Keys are case sensitive. Click 
on the Submit button.  
See Figure 18.

9.	 Click on the OK button in the dialog 
box. Ignore the displayed warning 
during the final process. Note: The 
device in the warning is XPicoWiFi. 
See Figure 19.

10.	 The Wi-Fi network connection is 
complete, and the green remote 
light on the front of the controller 
should show as a solid green.

	 If the light is not a solid green, verify  
	 that the correct Wi-Fi network is  
	 selected and re-enter the network 	
	 key. Note: Keys are case sensitive.

Figure 18: Wi-Fi Network Key

Figure 19: Complete Connection
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C.	 Remote Monitoring Setup
1.	 New Account Registration  

a.	 Go to monitor.ipscontrollers.com -> Select Register and enter a 
valid email address, and then select Submit.  Website will send a 
verification email to the address entered.  

b.	 Click link in email to complete registration.  Once completed the 
account Dashboard will be displayed.

2.	 Adding a New Controller  

a.	 Do not add a controller without first creating or selecting a 
Location (step b).

b.	 From the Dashboard choose Settings and then Locations.  If the 
location for the controller already exists, select that location and 
then select Add Controller.  If the Location does not exist select 
Add Location and enter the Location Name (facility) and Time 
Zone.  Once the Location is added, select the Location and then 
select Add Controller.  

c.	 Enter the Controller Name (Pool, Spa, Wader etc.), the MAC 
Address or Serial # (found on the bottom of the Left side panel 
of the controller).  Note: all letters must be in CAPS and any 
character that looks like a Zero is a Zero. Choose the Model # 
(VP200, M920 or M920-CA) and then select Add Controller.  Do 
not select “Existing”.  Allow five to ten minutes for the controller 
data to update completely on the Dashboard.

3.	 Adding Additional Users

a.	 From the Dashboard select Settings and then Controllers.  Select 
the location and then the controller to add a user to.

b.	 Select Add Users at the bottom right of the page.  Enter User’s 
Email Address, First and Last Name.  Finally, choose to allow (or 
not) the user to set their own Notifications and to make changes 
to the controller’s program.  Select Add User (if user does not 
have a registered account a verification email will be sent).

c.	 The user will need to be added to each controller using the first 
two steps above (verification email will only be sent once).
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d.	 User’s dashboards will only show the controllers they have been 
added to.

4.	 Automated Daily Report

a.	 To receive automated Nightly Summary select Settings and then 
Account from the Dashboard.

b.	 Select Email Nightly Summary and enter the email addresses for 
desired recipients separated by a semicolon (;).

Any questions on setup or other monitoring website features, please call 
877-693-6903.
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V.	 Troubleshooting

A.	 Chlorine/Bromine level too low
1.	 ORP Set level is too low: Check Sanitizer level with test kit and adjust 

Set Level as necessary

2.	 Chemical dose time too low: Increase the dose time.

3.	 Chemical feeder is empty: Refill the feeder.

4.	 Chemical check valve/injector is clogged: Switch acid feed tube to 
chlorine injector to clean.

5.	 Feed pump malfunction: Repair the feed pump.

6.	 Sensor malfunction: Replace sensor.

B.   Chlorine/Bromine level too high
1.	 ORP Set level is too high: Check Sanitizer level with test kit and 

adjust Set Level as necessary.

2.	 Sensor tip is dirty: Clean according to maintenance  
instructions.

C.   pH level  too low
1.	 pH Set level is too low: Check pH level with test kit and adjust Set 

Level as necessary.

2.	 Chemical dose time too high: Lower dose time.

3.	 Chemical feeder is empty (base): Refill the feeder.

4.	 Sensor malfunction: Replace sensor.

D.   pH level too high
1.	 pH Set Level is too low: Check pH level with test kit and adjust Set 

Level as necessary.	

2.	 Sensor tip is dirty: Clean according to maintenance  
instructions.

3.	 Improper pH sensor calibration: Adjust pH calibration.
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4.	 Chemical feeder is empty (Acid): Refill the feeder.

5.	 Feed pump malfunction: Repair the feed pump.

6.	 Chemical dose time too low: Increase dose time.

E.	 pH alert LED on
1.	 Problem with acid or base supply: Verify that the acid or base tank is 

not empty.

2.	 Controller undershooting set level: Increase dosing time if using a 
timed feed cycle.

3.	 Manual addition: Verify that the chemical was not manually added.

4.	 Controller overshooting set level: 1) Dilute acid with water, or 2) 
Lower dosing time, or switch from continuous feed to timed feed. 

F.   ORP alert LED on
1.	 Problem with chlorine supply: Verify that chlorine was not manually 

added.

2.	 Controller overshooting set level: Lower dosing time, or switch from 
continuous feed to timed feed.

3.	 Problem with chlorine supply: 1) Verify that the chlorine feeder is 
not empty, or 2) Verify that the solenoid valve on the feeder is not 
stuck open.

4.	 Controller undershooting set level: 1) Check for proper valve 
positions and leaks in chlorine lines, or 2) Increase dosing time if 
using timed feed.

G.   Display and LEDs off
1.	 No power supply: Check circuit breaker and powerr supply fuse  

(.200 Amp only).
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H.   Feeder not operating
1.	 Inadequate Flow: Check flow light and verify flow through the flow 

cell.

2.	 Bad fuse: Replace output fuse (3.15 Amps).

I.	 Flow LED off
1.	 Verify that all appropriate valves are open.

2.	 Verify that there is sufficient pressure in the line. Close right side 
valve slightly if necessary.

3.	 Verify that the flow switch is securely connected to the  
controller terminals. Note: Turn power off first.

4.	 Both the pH and ORP dose outputs are disabled if the green Flow 
LED is not illuminated. 

J.	 Display Flashing
1.	 pH and/or ORP display flashing.  pH and/or ORP are in Over Time 

alert. Take controller out of auto mode and cycle back to auto mode 
to clear.
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VI.	 Warranty

IPS-M920 pH/Dual ORP Controllers 
IPS Controllers warrants the IPS-M920 controller to be free of defects in 
materials and workmanship for a period of five (5) years from the date 
of installation. This warranty is limited to the repair or replacement of 
defective components (at our discretion) when returned to the factory 
within the five (5) year warranty period.

Other Components 
IPS Controllers warrants all other components including flow cells and 
flow switches for a period of one (1) year from the date of installation. 
Sensors will be under warranty for a period of one (1) year from the 
date of factory purchase. This warranty is limited to the repair or 
replacement of defective components (at our discretion) when returned 
to the factory within the one (1) year warranty period.

Limitation of Liability 
This Limited Warranty excludes liability for any damage during 
transportation, consequential damages of any kind, damages due to 
improper installation or improper operation, improper handling of 
chemicals, and the use of this product in applications for which it was 
not designed.

Claims
All warranty claims should be directed to IPS Controllers. After receiving 
a Returned Merchandise Authorization (RMA) number, all product must 
be returned (shipping prepaid) to the factory for evaluation.

IPS Controllers
26111 Ynez Road, Suite C4
Temecula, CA 92591
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Factory Contact:
26111 Ynez Road, Suite C-4, Temecula, CA 92591

phone. 877-693-6903,  fax. 951-693-3224
web. www.ipscontrollers.com
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